EXIST. R.0.W. | LACEY AVE.

NOTES FOR TEMPORARY TRAFFIC SIGNALS EXISTING INTERCONNECT  CONDULT
) AERIAL TO WARRENVILLE ROAD SHALL
1. ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND COMMUNICATION 6. THE TEMPORARY TRAFFIC SIGNAL SHALL HAVE THE SIGNAL HEAD DISPLAYS, SIGNAL HEAD INTERCONNECT REMAIN. FOR NEW CONDUIT TO ILL.
DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S) SHALL BE FURNISHED BY THE CONTRACTOR. PLACEMENTS AND CONTROLLER PHASING MATCH THE EXISTING TRAFFIC SIGNAL, AT THE TIME CABLE ROUTE 53 AT US 34 NORTH RAMP
OF THE TURN ON, IF NO TRAFFIC STAGING IS IN PLACE OR WILL NOT BE STAGED ON THE (NOTE 2)DF\’ILL EXIST. SEE SHEET 27. | |
2. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT APPROVED CLOSED LOOP DAY OF THE TURN ON. HANDHOLE (1)
EQUIPMENT MANUFACTURERS WILL BE APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIONS. | -
ALL CONTROLLERS USED FOR TEMPORARY TRAFFIC SIGNALS SHALL BE FULLY ACTUATED NEMA 7. UNINTERRUPTIBLE POWER SUPPLY (UPS) SYSTEMS SHALL BE INSTALLED AND MADE OPERATIONAL 13/ EXIST. R.0.w
MICROPROCESSOR BASED WITH RS232 DATA ENTRY PORTS COMPATIBLE WITH EXISTING AT TEMPORARY TRAFFIC SIGNAL INSTALLATIONS WHERE UPS IS INSTALLED AT THE EXISTING o ; e
MONITORING SOFTWARE APPROVED BY IDOT DISTRICT 1, INSTALLED IN A NEMA TS2 CABINET. TRAFFIC SIGNAL, TEMPORARY TRAFFIC SIGNALS AT RAILROAD INTERSECTIONS, AND TEMPORARY ;
ONLY ONE BRAND OF CONTROLLER WILL BE ACCEPTED FOR ANY ONE CONTRACT. TRAFFIC SIGNALS AT INTERSECTIONS WITH FIRE STATION ACTUATED EMERGENCY VEHICLE O .
PRE-EMPTION, OR WHEN INDICATED ON THE PLANS. e 4
3. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS SHALL BE LED AND ’
127 (300mm) DIAMETER. HEADS SHALL BE PLACED AS INDICATED ON THE TEMPORARY TRAFFIC 8. TRAFFIC SIGNAL MANAGEMENT SYSTEMS SHALL BE MAINTAINED IN OPERATION AS INDICATED +
SIGNAL PLAN OR AS DIRECTED BY THE ENGINEER. PEDESTRIAN SIGNALS SHALL INCLUDE ON THE PLANS OR AS DIRECTED BY THE ENGINEER. REQUIRED EQUIPMENT SHALL BE AS SHOWN O g
SOLID INTERNATIONAL SYMBOLS. PEDESTRIAN SIGNALS WITH COUNTDOWN TIMERS SHALL BE ON THE PLANS AND THE CONTRACTOR SHALL PLACE THE EQUIPMENT IN OPERATION TO THE o
USED WHEN THE EXISTING INSTALLATION UTILIZES COUNTDOWN TYPE OR AS DIRECTED BY THE SATISFACTION OF THE ENGINEER AND THE AGENCY RESPONSIBLE FOR THE TRAFFIC SIGNAL ot j \
ENGINEER. COUNTDOWN TYPE PEDESTRIAN SIGNALS ARE NOT TO BE INSTALLED AT A RAILROAD MANAGEMENT SYSTEM.
INTERSECTION. THE CONTRACTOR SHALL FURNISH ENOUGH CABLE SLACK TO RELOCATE HEADS o
TO ANY POSITION ON THE SPAN WIRE OR AT LOCATIONS ILLUSTRATED ON THE PLANS FOR 9. DETECTION AT TEMPORARY TRAFFIC SIGNALS SHALL BE INCLUDED FOR ALL APPROACHES OF < j
CONSTRUCTION STAGING. THE TEMPORARY TRAFFIC SIGNAL SHALL REMAIN IN OPERATION THE INTERSECTION UNLESS INDICATED OTHERWISE ON THE PLANS. THE DETECTION SYSTEM I .
DURING ALL SIGNAL HEAD RELOCATIONS. EACH TEMPORARY TRAFFIC SIGNAL HEAD SHALL MUST MEET THE SPECIFICATIONS OF DISTRICT 1 AND THE CONTRACTOR SHALL PLACE THE = — — =
HAVE ITS OWN CABLE FROM THE CONTROLLER CABINET TO THE SIGNAL HEAD. DETECTORS INTO OPERATION TO THE SATISFACTION OF THE ENGINEER. (V2] 0
4. ALL EXISTING STREET NAME AND INTERSECTION REGULATORY SIGNS SHALL BF REMOVED 10. WHEN PAN, TILT, ZOOM CAMERAS ARE INSTALLED AT THE EXISTING INTERSECTION OR ARE Ll
FROM EXISTING POLES, RELOCATED AND SECURELY FASTENED TO THE SPAN WIRE OR WOQD CALLED FOR IN THE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING AND
POLE AS DIRECTED BY THE ENGINEER. MAINTAINING THE CAMERAS TO THE SATISFACTION OF THE ENGINEER AND THE AGENCY = -
RESPONSIBLE FOR THE CAMERAS. —
5. ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM — —
SHALL BE INTERCONNECTED TO THAT SYSTEM USING SIMILAR BRAND CONTROL EQUIPMENT. 11. THE TEMPORARY TRAFFIC SIGNAL CONTRCOLLER CABINET SHALL BE INSTALLED ON A WO0OD - g
PLATFORM SUPPORT AS SHOWN IN THE DISTRICT 1 TRAFFIC SIGNAL DESIGN DETAIL SHEET 23. T
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Restoration of Work Area. Restoration of the traffic signal . ‘ 7T T T 77 ~

work area shall be incidental to the related pay item such as 54’
foundation, conduit, handhole, etc., and no extra compensation

shall be allowed. Al roadway surfaces such as shoulders, medians,
sidewalks, pavement, etc. shall be replaced in kind. All damage to

mowed lawns shall be replaced with an gpproved sod, and all

i EXIST. R.O.W.
(5-E-2-4") T

ORILL EXIST. %

HANDHOLE (1)

damage to unmowed fields shall be seeded In accordance with fﬁ?&éEONNECT
Standard Specifications 252 and 250 respectively. CABLE
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NOTE 1: INSTALL TEMPORARY INTERCONNECT CABLE NO. 62.5/125, MMI2F SMI12F
BETWEEN THE EXISTING CONTROLLER CABINET AND THE TEMPORARY
CONTROLLER CABINET. THIS WORK IS INCIDENTAL TO THE PAY ITEM
“TEMPORARY TRAFFIC SIGNAL INSTALLATION". =
NOTE 2: REMOVE EXISTING 24 FIBER INTERCONNECT CABLE AND TRACER CABLE < Z
BETWEEN THE EXISTING HANDHOLE FOR THE FAR OUT DETECTION i =
LOOPS HANDHOLE ON THE NORTH LEG OF THE INTERSECTION AND THE o S
G COMTRoEn NG A Shnelle e o S
K
IN THE PLAN AND AS DIRECTED BY THE ENGINEER. ADDITIONAL i , 2 THE EXISTING TRAFFIC SIGNAL CONTROLLER SHALL BE DISABLED AND
INTERCONNECT CABLE, IF NEEDED, SHALL BE SPLICED TO THE : ] TRAFFIC SIGNAL HEADS SHALL BE BAGGED DURING THE TIME WHEN
XISTING INTERCONNECT CABLE. THIS WORK SH N
THE DAY, TTEM HEMPGRARY TRAFFIC SONAL “INSTALLATIGN" AND 'No THE TRAFFIC SIGNAL CONTROL SOUTHPORT AVE. TEMPORARY TRAFFIC SIGNAL INSTALLATION IS IN OPERATION. NO EXTRA
EXTRA COMPENSATION SHALL BE ALLOWED FOR THE SAME. gggﬁ”g'&”,,EggNg{‘ﬁEfR?gEﬁLTCH COMPENSATION SHALL BE ALLOWED FOR THE SAME AND SHALL BE
NOTE 3: THE VIDEQ DETECTION ZONES SHOWN ON THE PLANS ARE FOR STAGE 1 INCIDENTAL TO PAY ITEM "TEMPORARY TRAFFIC SIGNAL INSTALLATION”
AND SHALL BE REDEFINED FOR EACH CONSTRUCTION STAGE AS A PART THE EXISTING ADJACENT SYSTEM.
OF "“TEMPORARY TRAFFIC SIGNAL INSTALLATION” WORK.
FILE NAvE - USER NAME - suseRs DESIGNED - PKG REVISED TEMPORARY TRAFFIC SIGNAL INSTALLATION PLAN EAP. SECTION COUNTY |G OPAL SHEET
SFILELS DRAWN - EA, MG REVISED - STATE OF ILLINOIS ILL RTE. 53 AT US 34 NORTH RAMP/SOUTHPORT AVE. 70 SRS soee T 5 o
PLOT SCALE = I'20' CHECKED - PKG REVISED - DEPARTMENT OF TRANSPORTATION STAGE 1 AND STAGE 2 (SHEET 1 OF 2) CONTRACT NO. 60M83
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